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as necessary, to assure timely imple-
mentation and enforcement of the 20
pCi/m 2-s flux standard.

(4) Upon receipt of a petition under
§ 61.226(b)(1) that is not dismissed under
§ 61.226(b)(2) or (b)(3), EPA will propose
to grant or deny an authorized petition
to reconsider, take comments on the
Agency’s proposed action, and take
final action granting or denying such
petition to reconsider within 300 days
of receipt.

(c) Reconsideration of rescission of this
subpart initiated by the Administrator. (1)
The Administrator may initiate recon-
sideration of the rescission and rein-
statement of this subpart as applied to
owners and operators of non-oper-
ational uranium mill tailings disposal
sites if EPA has reason to believe that
NRC or an affected Agreement State
has failed to implement and enforce, in
significant part, the regulations gov-
erning the disposal of uranium mill
tailings promulgated by EPA and NRC
or the tailings closure plan (radon) re-
quirements establishing milestones for
the purpose of emplacing a permanent
radon barrier that will achieve compli-
ance with the 20 pCi/m 2-s flux stand-
ard.

(2) Before the Administrator initiates
reconsideration of the rescission and
reinstatement of this subpart under
§ 61.226(c)(1), EPA shall consult with
NRC to address EPA’s concerns and if
the consultation does not resolve the
concerns, EPA shall provide NRC with
60 days notice of the Agency’s intent to
initiate rulemaking to reinstate this
subpart.

[59 FR 36302, July 15, 1994]

Subpart U [Reserved]

Subpart V—National Emission
Standard for Equipment Leaks
(Fugitive Emission Sources)

SOURCE: 49 FR 23513, June 6, 1984, unless
otherwise noted.

§ 61.240 Applicability and designation
of sources.

(a) The provisions of this subpart
apply to each of the following sources
that are intended to operate in volatile
hazardous air pollutant (VHAP) serv-

ice: pumps, compressors, pressure relief
devices, sampling connection systems,
open-ended valves or lines, valves,
flanges and other connectors, product
accumulator vessels, and control de-
vices or systems required by this sub-
part.

(b) The provisions of this subpart
apply to the sources listed in para-
graph (a) after the date of promulga-
tion of a specific subpart in part 61.

(c) While the provisions of this sub-
part are effective, a source to which
this subpart applies that is also subject
to the provisions of 40 CFR part 60 only
will be required to comply with the
provisions of this subpart.

§ 61.241 Definitions.

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the Act, in subpart A of
part 61, or in specific subparts of part
61; and the following terms shall have
specific meaning given them:

Closed-vent system means a system
that is not open to atmosphere and
that is composed of piping, connec-
tions, and, if necessary, flow-inducing
devices that transport gas or vapor
from a piece or pieces of equipment to
a control device.

Connector means flanged, screwed,
welded, or other joined fittings used to
connect two pipe lines or a pipe line
and a piece of equipment. For the pur-
pose of reporting and recordkeeping,
connector means flanged fittings that
are not covered by insulation or other
materials that prevent location of the
fittings.

Control device means an enclosed
combustion device, vapor recovery sys-
tem, or flare.

Double block and bleed system means
two block valves connected in series
with a bleed valve or line that can vent
the line between the two block valves.

Equipment means each pump, com-
pressor, pressure relief device, sam-
pling connection system, open-ended
valve or line, valve, flange or other
connector, product accumulator vessel
in VHAP service, and any control de-
vices or systems required by this sub-
part.

First attempt at repair means to take
rapid action for the purpose of stopping
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